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The Humidity Control I1 is a digital device which fulfils all
wishes and that at a price not seen before.

It has two dircuits. which enable to make different
settings for day and night. A realtime clock is included
which allows switching between day and night mode by
time which you can define as desired. In addition a timer
integrated which can have two ON/OFF settings by
realtime clock. The minimum time period for the timer is
one minute.

Other features are an alarm function (visual and sound),
switching between humdifying and_de-humidifying e.g.
for use with fans and the possibility to influence the
switching of the humidity control. E.g. you can set a
value of 15 which means that the humidifier will only
start working if the measured humidity is at least 15%
below the desired setting (if setting is 70%, it will start
not before reaching 55%). This can make sense to
prevent the humidifier to turn on and off in quick cycles.
The humidity also varies in nature.

Devices to be controlled are installed through a coupling
with two sockets. The maximum load is S00W. The
display constantly shows the measured humidity.The
humidity setting can be chosen between 1% and 99%.
Available with UK Plug!

Attention: The current Euro models are shipped with
sockets that accomodate only Euro plugs.
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Since we got a wrong information from a test lab, our Thermo Control 11, Thermo
Control PRO I and Humidity Control Il (Euro Models) are currently presenting
theoretical safety risks under certain circumstances.

Due to their intented use, no problems have to be expected under normal
circumstances, however please consider the following information.

The maximum load is S00W and not 1000W/1200W as stated in the manual.

The devices have to be installed in a way that the sockets are lying on the floor
and not hanging in the air. If the socket is hanging in the air, this will put stress
on the cable material

It is possible to put earthed German “Schuko” plugs into the sockets. However,
the sockets and the controller are not earthed and therefore the attached device

will_slso not have working earth | In case of failure the product casing of the
attached device might become live!

Most vivarium heaters have normal 2pin plugs without earth and also the green
heat mats with Schuko plugs have an additional insulation, so they are safe for
use.

However, do not use devices with metal body and Schuko plug with the Thermo-
or Humidity Control.

In March/April we will be shipping modified devices that have Schuko plug
(attached devices will have working earth) and a max load of 1000W.

For existing controllers an adapted can be obtained from us that prevents the
accidential plug-in of devices with Schuko plug.

Do not hesitate to contact us if you have any questions.

Your Lucky Reptile Team




